
Robust external throttle control 

For easy operation

Honda GX160 engine 

Provides hassle free operation  
and low engine emissions 

Foldover handle

For easy transport  
and storage

Heavy-duty handle mounts

• For reduced hand and arm  
vibration transfer to the operator

• For reduced operator fatigue

High-strength base plate

Solid and high-strength base  
plate with curved edges

Lifting handles 

Conveniently placed 
on the side of the 
steel base plate

Lifting hook 

Central lifting hook for easy 
and safe onsite handling

The Flextool Forward Plate Compactor FCP-87B is suitable for a wide range 
of compaction applications. Engineered with a foldover handle, heavy-duty 
handle mounts and Honda 4-stroke engine, this unit is highly portable, easily 
manoeuvrable and delivers excellent compaction results. 

FOR MORE INFORMATION  
CONTACT US ON 1300 353 986 OR VISIT flextool.com.au

FLEXTOOL FORWARD PLATE 
COMPACTOR FCP-87B
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PRODUCT & PERFORMANCE  
SPECIFICATIONS

FLEXTOOL FORWARD PLATE COMPACTORS
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This Technical Data Sheet (TDS) summarises our best knowledge of the product, based on the information available at the time. You should read this TDS carefully and consider the information in the context of how the 
product will be used. Our responsibility for products sold is subject to our standard terms and conditions of sale. Parchem does not accept any liability either directly or indirectly for any losses suffered in connection 
with the use of the product whether or not in accordance with any advice, specification, recommendation or information given by it.

© This publication is copyright. All rights are reserved. Flextool is a registered trade mark of Parchem Construction Supplies Pty Ltd. Multiquip, MQ and Whiteman are registered trade marks of Multiquip Inc.

PortaPac FCP-48 FCP-87B

THE FLEXTOOL PROMISE 
If the unexpected happens and something goes wrong with your Flextool equipment 
within the first 12 months of purchase, we’ll arrange to give you a loan machine for 
2 days, free of charge, while we work to repair or replace your Flextool product.*

flextool.com.au/flextool-promise

*Qualification criteria apply. Terms and conditions for the Flextool Promise can be found at flextool.com.au.

This Technical Data Sheet (TDS) summarises our best knowledge of the product, based on the information available at the time. You should read this TDS carefully and consider the information in the 
context of how the product will be used. Our responsibility for products sold is subject to our standard terms and conditions of sale. Parchem does not accept any liability either directly or indirectly 
for any losses suffered in connection with the use of the product whether or not in accordance with any advice, specification, recommendation or information given by it.

© This publication is copyright. All rights are reserved. Flextool and PortaPac are registered trade marks of Parchem Construction Supplies Pty Ltd.

Model 

Operating 
Weight  

(kg)
Plate Size  

(w x d) (mm)

Centrifugal 
Force  

(Max) (kN)

Vibration 
Frequency 

(vpm)

Max Travel 
Speed  

(m/min)

Max 
Gradeability 

(%)

Max 
Compacted 
Area (m²/h)

Lifting  
Hook

Wheel  
Kit

Water  
Tank

Engine 
Make & 
Model

Max Rated 
Power  
(Hp)

Fuel 
Type Product Code

FCP-48 48 310 x 430 8.5 5140 22 32 410 Yes Yes No
Honda 
GX100

3 FT201870-UNIT

FCP-87B 87 460 x 610 19.8 7000 26 35 717 Yes No No
Honda 
GX160

5.5 FT201806-UNIT


